Quadro‘T—'XS 26

Il Gateway Voice over IP

PHONE EXTENSIONS 3 - 26

epysgi

Quadro FXS 26: Il Gateway IP con 26 porte FXS

Il gateway analogico Quadro FXS 26 permette ai telefoni analogici e
ad altri dispositivi legacy ( ad esempio citotelefoni analogici, fax,
ecc.) di utilizzare funzionalita di telefonia IP basate su SIP, una
funzione particolarmente utile nel passaggio da un impianto
tradizionale ad uno completamente IP, pertanto, il personale

ha la possibilita di continuare ad utilizzare apparecchiature familiari,
compresi i piani di composizione, sistemi e-mail, fax e modem.

Il gateway Quadro offre un approccio modulare per I'aggiunta di
linee telefoniche FXS (telefoni analogici) a tutte le aziende che
utilizzano i PBX IP della Epygi.

Si trafta di un prodotto formato rack affidabile e semplice da
configurare tramite |'interfaccia web integrata ed inoltre pud essere
utilizzato singolarmente con altri centralini VolP. La sua massima
flessibilita & data dalla possibilita di aggregare pib unita ai centralini
Epygi, in modo tale da aumentare le linee telefoniche FXS (telefoni

analogici) nel tempo.

Descrizione prodotto

Ogni gateway Quadro FXS 26 & equipaggiato con 2 porte FXS
integrate + 24 FXS via RJ-21(tramite patch panel 6PAC RJ-11 via RJ-21

venduto separatamente) e permette di convertire le estensioni IP

del PBX con estrema facilitd senza dover acquistare prodotti P

di altre marche. ITsp

Il prodotto & estremamente affidabile e la connessione con il
PBX viene ottenuta tramite la refe esistente con la porta LAN in modo

semiautomatico. Il centralino utilizzera immediatamente le nuove porte
FXS e verranno visualizzate all’interno del’interfaccia WEB per rende-

re molto semplice la sua configurazione.
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Conforme agli standard SIP

A differenza delle soluzioni proprietarie, le soluzioni VolP Epygi
offrono interfacce standard aperte e supportano pienamente i
protocolli SIP.

Cid non garantisce solo la premessa per |'integrazione di nume-
rose applicazioni, ma consente la connessione di qualsiasi ap-
parato conforme allo standard SIP dei maggiori produttori. La
decisione di installare i prodotti Epygi non significa quindi in
alcun modo il legarsi ad un unico produttore e offre alla vostra
azienda il massimo a livello di sicurezza per il futuro.

La conformitd agli standard dei prodotti Epygi, permette

di utilizzare i servizi di telefonia VolIP forniti da differenti opera-

tori di telecomunicazione.
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Telephony

Voice Features

Voice Coding: G.711,G.726 (16, 24, 32, 40 Kbps),
G.729A, ilBC (13,33 kbit/s, 15,2 kbit/s);
VAD, CNG, G.168 echo cancellation

VolP Encryption: SRTP
VolP Signaling: SIP, SIP/TLS
DTMF: In band & out of band signaling support.

Bandwidth Requirements

Per call WAN bandwidth requirements for the
following codecs (non-encrypted/VPN encrypted):
G.711a/G.711u 20 msec 84 kbps/105 kbps

G.726-16 20 msec 37 kbps/59 kbps
G.726-24 20 msec 45 kbps/65 kbps
G.726-32 20 msec 52 kbps/74 kbps
G.726-40 20 msec 60 kbps/80 kbps
G.72%a 20 msec 29 kbps/49 kbps
G.723 30 msec 21 kbps/34 kbps
iLBC 30 msec 27 kbps/41 kbps

PBX Features

Call waiting

Call statistics

Dial plans (call routing),
Time of day routing
External Voice Mail

PBX Features

(Supported with Quadro IP PBX)

Call blocking, Forwarding, Hold, Transfer
Call relay, Call waiting, Caller ID Detection,
Hiding Caller ID

Call park, Pickup

Many extension ringing

Call hunting

Voice mail

SMS notification for Voice Mail

Voice Mail profile

Speed dialing

Hold music

Do Not Disturb

Unified messaging

3-way conferencing

T.38 fax, fax relay and clear channel fax
Unified Fax Messaging

Busy auto-redial

Directory assistance

Dial plans (call routing)

Time of day routing

Call Queve

Call statistics

VolP Data and Signaling Protocols
ITUT G711, G.726, G729 Annex A;

IETF RFC 3951-iLBC; ITU-T Q.23, Q.24;
Bellcore GR.506, GR.181; ITU-T G.168-

2000, 2002; ETS_300659_1,2,3;

SIP, SIPS/TLS (RFCs: 2246, 3261, 3263,
3265,3311, 3323, 3324, 3325, 3428, 3515,
3578, 3581, 3725, 3842, 3856, 3863, 3891,
3892, 4028, 4235), SDP (RFC: 2327, 4568)
RTP/SRTP (RFCs: 1889, 1890, 2833,

3389, 3550, 3551, 3555, 3711, 4733,
3952), Fax over IP (ITU-T: T4, T30, 738, V17,
V21, V27 ter, V29)

POTS Signaling
Loop start
FSK and DTMF Caller ID support

Esempio schema di collegamento telefoni analogici
tramite pannello di permutazione. Collegamento
via cavo RJ-21 per I'vtilizzo delle 24 porte FXS

Connectivity

Premise Connections

2 FXS short-loop FXS ports (RJ-11)

24 FXS short-loop FXS ports (via R}-21 with patch panel*)

1 LAN Ethernet 10/100 BASE-T port (R}-45)

*patch panel and telco cable with RJ-21 connector
not include

Uplink Connections
1 WAN Ethernet 10/100 BASET (RI45)

Analog phones
26 Analog phones (or other analog
devices) to connect via FXS ports

Virtual Extensions

Up to 200 Virtual Extensions can be

registered*

*The total number of extensions used for
Analog phones and virtual extensions can
not exceed 200 extensions.

System Capacity
Up to 26 simultaneous VolP calls with external parties
Unlimited station fo station calling for analog phones

Internet

STUN/NAT traversal (RFC 3489)

IPSec VPN with DES, 3DES and AES
encryption in tunnel mode (RFCs:

2402, 2406, 2409).

Manual and automatic IKE key support
PPTP VPN, L2TP VPN

Firewall security via:

Intrusion Detection System

NAT (Network Address Translation)
Policy and service-based filtering
Stateful inspection firewall

DHCP server on the LAN side

DHCP client on the WAN side

DNS server with forwarding functionality
SNTP (Simple Network Time Protocol)
server/client for computer clock synchro-
nization

PPPoE connection to the ISP with
PAP/(MS)CHAP authentication
IP DIFFSERV for QoS

i
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System

Management

Auto-configuration with QuadroM and QX1000 IP PBXs
Plug and play with QuadroM and QX1000 IP PBXs
Multilingual WEB interface accessible

from LAN and WAN (HTTP/HTTPS)

Password control

Remote diagnostics and software upgrade
Download/restore configuration

Legible and editable configuration files

FXS Lines Gain Control

SNMP Monitoring and Configuration

Reset button with factory reset option

Custom Language Pack

Billing
Radius Client [RFCS: 2865, 2866)

Diagnostics/Testing
LEDs: Busy, Info, Fault, LAN, WAN
IP Call Quality Rating

Remote testing and VolIP diagnostics

Environmental

Physical Dimensions

Rack-mountable devices:

Measurements: 19" x 7.56" x 1.77" (48.0 x 19.2 x 4.5 cm)
Weight: 2.47 Ibs.(1090 g)

Conditions

41°F - 104°F (5°C - 40°C) operating temperature
41°F - 140°F (5°C - 60°C) storage temperature
5% - 90% non-condensing humidity

Power Suppl
Input 100 - 240 VAC; 50/60 Hz; 0.5 A

Regulatory Compliance
Telecom: TBR12/TBR13; AS/ACIF

Certification
For Canada, European Community, USA

Warranty
Two (2) years in European Union (EU)
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